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a@a-laptop: ~

a@a-laptop:~$ dmesg|grep tty
[ 4.489392] serial8250: ttySe at I/0 0x3f8 (irg = 4) is a 16550A

[ 4.490524] serial8250: ttySl at I/0 0x2f8 (ira = 3) is a 16550A
a@a-laptop:~$ vi /boot/grub/meny 1t

Ele Edit View Jerminol Help

# nenu.Lst - See: grub(s), info grub, umte orub(.)
grub-install(s), grub-floppy(8),
grub-ndS-crypt, /usr/share/doc/grub
and /usr/share/doc/grub-doc/.

## default nun
Set the default entry to the entry number NUM. Numbering starts from 0, and
e entry nunber 0 13 the default if the command is not used,

pecify ‘saved' instead of a number. In this case, the default entry
# 1y the entry saved with the command ‘savedefasult’,
# WARNING: If you are using deraid do not use 'savedefault' or your
:e :rr:y will desync and will not let you boot your system,
ault 0

## timoout sec

# 5et a timeout, In SEC seconds, before automatically booting the default entry
# (normally the first entry defined).
timeout 3

## hiddennenu

# Mides the menu by default (press ESC to see the menu)
hiddenneny
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## should update-grub add savedefault to the default options
## can be true or false
# savedefault=false

## ## End Default Options ##

title Ubuntu 9. 94 kernel 2 6. 34 1- vortex86 -sg

uuid z

kernel /boot/vmllnuz 2.6. 34 1 vortex86 -sg root=UUID=6b36dc9%a-ea50-4a4
b28b-4a329ae9fcd6 ro quiet splash 8250.nr uarts=4

initrd /boot/initrd.img-2.6.34.1-vortex86-sg

quiet
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a@a-laptop:~$ vi /boot/grub/menu. st
a@a-laptop:~$ sudo -1

[sudo] password for a:
root@a- laptop:~# reboot
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[sudo] password for a:
root@a-laptop:~# apt-get install setserial
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+ Type setserial /dev/ttyS2 irq 10 port 0x03e8 uart 16550A
— Note the irg number and base address should match the RoBoard

BIOS COMS3 setting

(Reading database ... 89311 files an

Unpacking setserial (from .../setser

Processing triggers for man-db ...

Setting up setserial (2.17-44.2) ...

removing the old setserial entry in s

Update complete.
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root@a-laptop:~# setserial /dev/ttyS2 irg 10 port 0x03e8 uart

16550A




+ Type setserial /dev/ttyS3 irq 11 port 0x02e8 uart 16550A

— Note the irg number and base address should match the RoBoard
BIOS COM4 setting
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(Reading database ... 89311 files a L% Wodem 3
Unpacking setserial (from .../setser

Processing triggers for man-db ...

Setting up setserial (2.17-44.2) ... 5
removing the old setserial entry in
Update complete.

root@a-laptop:~# setserial /dev/ttyS2 irq 16 port 6x03e8 uart 16550A
root@a-laptop:~# setserial /dev/ttyS3 1rg 11 port @x02e8 uart 16550A
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You can then type setserial —-g /dev/ttyS* to see all serial
ports
— Now you should see the COM3 & COM4 are showed in Ubuntu

root@a-laptop:~# setserial /dev/ttyS2 irgq 10 port @x@3e8 uart 16550A
root@a-laptop:~# setserial /dev/ttyS3 irg 11 port @x02e8 uart 165504
root@a-laptop:~# setserial -g /dev/ttyS*

Jdev/ttyS@, UART: 16550A, Port: @x@3f8, IRQ: 4

/dev/ttyS1l, UART: 16550A, Port: @x@2f8, IRO: 3
Jdev/ttyS2, UART: 16550A, Port: @x@3e8, IRQ: 1@ ]
Jdev/ttyS3, UART: 16550A, Port: ©0x02e8, IRQ: 11

root@a- laptop:~# g
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