Running SRFO8/SRF10
on RoBoard
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Overview

» Use RoBoard to read Ultrasonic Range Finder
SRFO8/SRF10.

he following will explain connect
RF10 to RoBoard. And the connections t o the
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RFO8 are identical to the SRF10; so we won't
how it. W W s
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Outline

» Pin Definition of SRFO8/SRF10
» Connect SRF10 to RB-100/RB-100RD

» Connect SRF10 to RB-110







Pin Definition of SRFO8

» Pin functlon of SRFOS8

1 Vce(5V)

2 SDA
3 SCL
4 Do Not Connect
5 GND



Pin Definition of SRF10

» Pin function of SRF10

1 Vce(5V)

2 SDA
3 SCL
4 Do Not Connect
5 GND






Connect Step 1.

» Connect GND of SRF10 to GND pin of RoBoard
SP1/12C connector.




Connect Step 2.

» Connect SCL of SRF10 to SCL pin of RoBoard
SP1/12C connector.




Connect Step 3.

» Connect SDA of SRF10 to SDA pin of RoBoard
SP1/12C connector.




Connect Step 4.

» Connect Vcc of SRF10 to Vee pin of RoBoard
SP1/12C connector. And now you have
connected SRF10 to RoBoard successfully.







Connect Step 1.

» Plug a Cable-RM-1 on I°C connector of RB-110.




Connect Step 2.

» Plug a 1x6 2.54mm pin header on the header
of Cable-RM-1.




Connect Step 3.

» Connect GND of SRF10 to the GND pin of
RoBoard 1°C connector (i.e., black line of
Cable-RM-1).




Connect Step 4.

» Connect SCL of SRF10 to the SCL pin of
RoBoard 1°C connector (i.e., blue line of
Cable-RM-1).




Connect Step 5.

» Connect SDA of SRF10 to the SDA pin of
RoBoard I2C connector (i.e., green line of
Cable-RM-1).




Connect Step 6.

» Connect Vcc of SRF10 to the Vcc pin of

RoBoard 12C connector (i.e., red line of
Cable-RM-1).




Connect Step 7.

» Now you have connected SRF10 to RoBoard
RB-110 successfully.




The Heart of Robotics
Thank you
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