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Step 1.

¢ Open a Root Terminal window
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Step?2.

® Type nano -w /etc/X11l/xorg.conf

File Edit wiew Terminal Tabs Help

deblan: /home/a# nano -w fetc/X
debian: /home/a# |
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Edit this file wITht caution, and see the xorg.conf manual page.
(Type "man xorg.conf" at the shell prompt.)

if it has not been modified since the last upgrade of the xserver-xorg
package.

If you have edited this file but would like it to be automatically updated
again, run the following command:
sudo dpkg-reconfigure -phigh xserver-xorg

#
#
#
#
#
#
#
# This file is automatically updated on xserver-xorg package upgrades *only#*
#
#
#
#
#
#

Section "InputDevice"
Identifier "Generic Keyboard"
Driver "kbd"

[ Read 41 lines ]
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Step?.

(D

¢ Find the Section “Device” and modify as below

Section "Device"
Identifier

Driver

VendorName

BoardName
EndSection

\

"Configured Video Device"
“515 m

"Videocard vendor"

"¥GI Volari Z7/79"




¢ Find the Section “Monitor” and modify as below

Section "Monitor"

Identifier "Generic Monitor"
Option "DPMS"
EndSection




¢ Find the Section “Screen” and modify as below

GNU nano 2.0.7

section "Screen”
Identifier
Device
Monitor
DefualtDepth

SubSection

Viewport

Depth

Modes

EndSubSection
EndSection

File: fetc/X1l/xorg.conf
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"1280x1024" "1024x768" "B800x60O"




Stepo.

¢ Create the Section “ServerLayout” as below

Depth 24
Modes "1280x1024" "1824x768" "800xH00O"
EndSubSection

EndSection

Section "ServerLayout"
Identifier "Default Layout"

SCreen "Screen@"”
EndSection




Step’7.

(D

& Create the Section “DRI” as below

¢ Then press ctrl-x to save & exit the xorg.conf

Section "DRI"
Mode G666

Endsectionf




Stepss.

¢ Return to the Root Terminal window
¢ Type reboot
o It is complete to setup XGI 79 Video driver

Terminal
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debian: /home/a# nano -w fetc/X11/xorg.conf
debian:/home/a# reboot]




Thank you
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