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+ Open a Terminal window

& | FriJul 30, 2:36 PM | josh [¥]

I.ij‘—Applications IPlaces System @ @

i}, Accessories > | 8 Calculator
L: Games > | (¥) CD/DVD Creator
_#* Graphics > | [a] Character Map
«,) Intemet > | &) Disk Usage Analyzer
g Office > | ssd; Manage Print Jobs
m Sound & Video > ,— Passwords and Encryption Keys
[I—J N @ Take Screenshot
a Terminal &

~ & Text Editor
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File Edit View Terminal Help

sudoa@a-laptop:~$%$ sudo -1
[sudo] password for a:

root@a-laptop:~# nano_-w /etc/X1l/xorg.conf

File Edit View Terminal Help
GNU nano 2.0.9 File: /jetc/X

B xorg.conf (X.0rg X Window System server configuration file)

#

# This file was generated by dexconf, the Debian X Configuration tool, using
alues from the debconf database.

Editwthis file with caution, and see the xorg.conf manual page.
(Type “war xorg.conf" at the shell prompt.)

This file is automatically updated on xserver-xorg package upgrades *only*
if it has not been modified since the last upgrade of the xserver-xorg
package.

Note that some configuration settings that could be done previously
in this file, now are automatically configured by the server and settings
here are ignored.

If you have edited this file but would like it to be automatically updated
again, run the following command:
sudo dpkg-reconfigure -phigh xserver-xorg
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+ Find the Section “Device” and modify it as below

GNU nano 2.08.9 File: /etc/X11l/xorg.conf
# again, run the following command:
# sudo dpka-reconfigure -phigh xserver-xorg
r
f | | )
Section "Device"
Identifier "Configured Video Device"
Driver "sis"
VendorName "Vidioard vendor"
BoardName "XGI Volari Z7/79"
EndSection
\_ J
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Section "Monitor™

Identifier "Configured Monitor"
Option "DPMS"
EndSection




Section "Screen”
Identifier
Monitor
Device

DefaultDepth

SubSection

Viewport

Depth

Modes
ndSection

SIFERS:

"Default Screen"
"Configured Monitor"
"Configured Video Device"
24

"Display"

S

24
"1288x1024" "1824x768" "800x600
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Depth 24
Modes "1280x1024" "1024x768" "80Ox600"
EndSection

Section "ServerLayout"
Identifier "Default Layout"
screen “Screeng”
EndSection
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Screen "Screen@”
EndSection

Section "DRI"
Mode 0666
EndSection
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+ Return to the Terminal window
+ Type reboot

File Edit View Terminal Help

sudoa@a- laptop:~% sudo -1

[sudo] password for a:

root@a-laptop:~# nano -w /etc/X1l/xorg.conf
root@a-laptop:~# rebootll

+ It is now complete to setup the XGI Z9 Video driver
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