RB-100 BIOS Settings Rescue
for Normal BIOS

(Using Symantec Ghost)



Requirement

e One empty USB disk
e RoBoard RB-100 with ver. A5 BIOS

(012009 _American Meqatrends, Inc.

NS Nate: 1072872009 Robort 1 AS

PU : Uortex86DX A9120

Speed : 9338Hz

Press DEL to run Setup . .

Press F11 for BES POPUP check the version in the

Initializing USB Controllers .. Dome. )
256MB OK boot screen:

10/28/2009 Robort 1 A5

(© fAmerican Megatrends, Inc.
62-0100-000001-00101111-1062809-A9100-1ADSUOOO-Y2KC



Step 1

e Plug USB disk in your computer and run ghost32.exe .
e choose : Local -> Disk -> From Image.




Step 2

e Choose the CMOS_RB100_A5.GHO file.

5 Ghost3211.0 [E=NFES)

Symantes Bhosh 11.00 Copyright CECTOO0E 2006 Symantec Corporation. Allirights reserved,

Image file name to restore from




Step 3

e Choose your USB disk and then click OK.

" Ghost32110_ locn o/ e ]

symantec bhosh T10F Gopyright CET 19982000 Symantec Lorporation. Hlliright= reserved.

Select local destination drive by clicking on the drive number




Step 4

e Click OK.

Symantec Bhosh 11000 Copyright G 199820006 Sgmrantec Corporation. Allfrights reserved.

Destination DOrive Details

Prirnary

Image All flag set, partition sizes cannot be changed




Step 5

e Click Yes.

Symantec bhost 11000 Gopyright UEN 1998 =2006 Symantec Corporation. Rlliright s reserved!

Question: (18223

Local file C:\...ABhostibackupiCHO5-RE100-A5.6HO, & HB
Local drive [Z1, 1856 HB

S

Image All flag set, partition sizes cannot be changed




Step 6

e Restoring...

Local file C:\.ABhostsbackupiCHOS-RE100-AS.GHO, & HE
Local drive [21, 1886 HE
171 Type:l [Fatlz HB




Step 7

e Restore successfully, click Continue -> Exit.

| Ghost32110

Local file C:\...\Bhostibackup CHOS-RB100-AS.GHO, & HE
Local drive [21, 1886 HE
141 Typeil [Fatl?2], Sizet 7 ME




Step 8

o Unplug the USB disk from your PC, and then plug it

iInto your RoBoard.




Step 9

» Power on your RoBoard, and press F11 to select
the USB disk as the boot device.




Step 10

e The BIOS Settings Rescue Tool will automatically
start to restore BIOS settings.

- When it succeed (i.e., when you see the message below),
remove the USB disk and reboot your RoBoard;

> then your RoBoard’s BIOS settings will return to the
optimal default settings.

FreeDOS kernel build 2836 cus [version Aug 18 2006 compil i
Kernel compatibility 7.18 - WATCOMC - 88386 CPU requirgd Ed!‘g?‘gzlg«ﬁ

(C) Copyright 1995-2806 Pasquale J. Villani and The

All Rights Reserved. This is free software and co::sr::::ogngzgd:gté
WARRANTY: you can redistribute it and/or modify it under the terms of
GNU General Public License as published by the Free Software Foundati
cither version 2, or (at your option) any later version.

C: HD1, Pril 11, CHS= 8-1-1, start-= @ MB, size= 1882 MB

FreeCom version 8.84-pre2 XMS_Swap [Aug 28 2 :29:
C:\>cmosfile -1 dx-aS.txt R— . R

DH&P CMOS RAM Backup/Restore Tool vi.12 :28:
ans Te © e vi.12. (Jun 18 20889 17:28:25)

Load CMOS from file dx-a5.txt
gnpg data updated, need to RESET to take effect

“ens
-




Thank You

tech@roboard.com



