
How To Install Windows XP 

on RoBoard RB-100

Method 1: Using CD-ROM



Requirements

 RoBoard RB-100

 Micro SD card (2G or up)

 USB Floppy

 USB CD-ROM

 Microsoft Windows XP CD



1. Download RB-100 WinXP Driver 

 Download web: 

http://www.roboard.com/download_ml.htm

http://www.roboard.com/download_ml.htm


2. Download RB-100 WinXP Driver 

 Plug your USB floppy into computer

 Unzip WinXP RB-100 Driver and copy IDE driver 

(windows folder and txtsetup.oem) into floppy



3. Install XP into RoBoard using CD-ROM

 Plug the USB floppy to RoBorad RB-100

 Plug MicroSD card to RoBorad RB-100

 Plug the USB CD-ROM to RoBoard, and put 

Windows XP CD in it

USB CD-ROM

Keyboard

USB Floppy



4. Install XP into RoBoard using CD-ROM

 Power on RoBoard and press “Del” key to enter BIOS 

setting

 Set Boot 1st Boot Device [your USB CD-ROM]

 Press “F10” key to save BIOS setting and exit

Your USB 

CD-ROM



5. Install XP into RoBoard using CD-ROM

 Press any key to boot from CD-ROM



6. Install XP into RoBoard using CD-ROM

 Press “F6” key to install RB-100 IDE driver from the 

USB floppy



7. Install XP into RoBoard using CD-ROM

 Press “s” key to the next step



8. Install XP into RoBoard using CD-ROM

 Select “Vortex86DX D1010 ATA/ATAPI Controller” 

and press “Enter”



9. Install XP into RoBoard using CD-ROM

 Press “Enter” to continue



10. Install XP into RoBoard using CD-ROM

 Press “Enter” to install XP into the MicroSD card



11. Install XP into RoBoard using CD-ROM

 Select to format the MicroSD card



12. Install XP into RoBoard using CD-ROM

 Press “F”



13. Install XP into RoBoard using CD-ROM

 Formatting...



14. Install XP into RoBoard using CD-ROM

 Copying files…



15. Install XP into RoBoard using CD-ROM

 Copy finished. System will restart automatically.

 After restart, the system will get into the GUI 

installation…



16. Install XP into RoBoard using CD-ROM

 Press “Yes”



17. Install XP into RoBoard using CD-ROM

 Press “Yes” again



18. Install XP into RoBoard using CD-ROM

 Press “Next”



19. Install XP into RoBoard using CD-ROM

 Type your name and organization

 Press “Next”



20. Install XP into RoBoard using CD-ROM

 Type Windows XP product key

 Press “Next”



21. Install XP into RoBoard using CD-ROM

 Type your computer name and password

 Press “Next”



22. Install XP into RoBoard using CD-ROM

 Select your Date & Time settings

 Press “Next”. The setup will continue…



23. Install XP into RoBoard using CD-ROM

 Wait the process completed



24. Install XP into RoBoard using CD-ROM

 Install completed. 

 After reboot, you will see the first boot screen as 

below.



25. Install XP into RoBoard using CD-ROM

 When booting into XP, we will then need to Install 

the RB-100 VGA and LAN drivers.



26. Install VGA Driver for RoBoard RB-100

 Windows XP will detect VGA device automatically



27. Install VGA Driver for RoBoard RB-100

 Select the second option and press “Next” 



28. Install VGA Driver for RoBoard RB-100

 Press “Browse” and choose the RB-100 VGA driver 
(in R1.09.03_WHQL\Setup\WinXP&2K directory)

 Press “Next”
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29. Install VGA Driver for RoBoard RB-100

 Wait the progress completed 



30. Install VGA Driver for RoBoard RB-100

 Completed. Press “Finish”



31. Install LAN Driver for RoBoard RB-100

 Windows XP will detect LAN device automatically.

 Do the same process as Step26~27



 Press “Browse” and choose the RB-100 LAN driver 
(in RB-100_LAN\A9120_MAC_2008_06_19 directory)

 Press “Next”

32. Install LAN Driver for RoBoard RB-100
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33. Install LAN Driver for RoBoard RB-100

 Wait the progress completed 



34. Install LAN Driver for RoBoard RB-100

 Completed. Press “Finish”



Thank You

tech@roboard.com


