
  How to Install Windows XP How to Install Windows XP   

on on RoBoardRoBoard  RBRB--110/RB110/RB--100RD100RD  

  

  Method 2: UsingMethod 2: Using  nLitenLite  



RequirementsRequirements  

 RoBoard RB-110 / RB-100RD 

 Micro SD card (2G or up) 

 USB disk (2G or up) 

 Microsoft Windows XP CD 



Step 1Step 1  

 Download nLite from: 

           http://www.nliteos.com/download.html 

 Install nLite into your computer 

http://www.nliteos.com/download.html


Step 2Step 2  

 Download DAEMON Tools from: 

          http://www.daemon-tools.cc/eng/downloads  

 Install DAEMON Tools into your computer 

http://www.daemon-tools.cc/eng/downloads
http://www.daemon-tools.cc/eng/downloads
http://www.daemon-tools.cc/eng/downloads


Step 3Step 3  

 Download WinSetupFromUSB from: 

    http://www.msfn.org/board/install-USB-

WinSetupF-t120444.html 

http://www.msfn.org/board/install-USB-WinSetupF-t120444.html
http://www.msfn.org/board/install-USB-WinSetupF-t120444.html
http://www.msfn.org/board/install-USB-WinSetupF-t120444.html
http://www.msfn.org/board/install-USB-WinSetupF-t120444.html
http://www.msfn.org/board/install-USB-WinSetupF-t120444.html
http://www.msfn.org/board/install-USB-WinSetupF-t120444.html
http://www.msfn.org/board/install-USB-WinSetupF-t120444.html
http://www.daemon-tools.cc/eng/downloads


 Download RoBoard RB-110 WinXP Driver form:  

       http://www.roboard.com/download_ml.htm 

 

Step 4 (for RBStep 4 (for RB--110)110)  

http://www.roboard.com/download_ml.htm


 Download RoBoard RB-100RD WinXP Driver form:  

       http://www.roboard.com/download_ml.htm 

 

Step 4 (for RBStep 4 (for RB--100RD)100RD)  

http://www.roboard.com/download_ml.htm


Step 5Step 5  

 We will then use nLite to make a new XP ISO 

 Open nLite and click “Next” 



Step 6Step 6  

 Click “Browse” to choose your WinXP install CD 



Step 7Step 7  

 Choose your WinXP install CD and click “OK” 



Step 8Step 8  

 Click “OK” 



Step 9Step 9  

 Make a new folder named as “RB_XP” 

1 

2 

3 



Step 10Step 10  

 Wait copy finished 



Step 11Step 11  

 Copy finished. Click “Next” 

You can see Windows 

XP version here. 



Step 12Step 12  

 Skip to import previous setting 

 Click “Next” 



Step 13Step 13  

 Select the following three tasks 

 Driver 

 Unattended  

 Bootable ISO 



Step 14Step 14  

 Click “Insert” 



Step 15Step 15  

 Choose “Single driver” 



Step 16Step 16  

 Choose the LAN driver (NETRDC.INF)  

 



Step 17Step 17  

 Click “Insert” -> “Single driver” again 



Step 18Step 18  

 Choose the VGA driver (xg20gr.inf in directory 

R1.09.03_WHQL\Setup\WinXP&2K) 



Step 19Step 19  

 Click “Next” 



Step 20Step 20  

 Choose unattended “General” settings as below 

(Note : you must type correct product key) 



Step 21Step 21  

 Choose unattended “Users” settings as below 



Step 22Step 22  

 Choose unattended “Owner and Network ID” 

settings as below 

Determine the 

settings by yourself 



Step 23Step 23  

 Choose unattended “Regional” settings as below 

 Click “Next” 

Determine the 

settings by 

yourself 



Step 24Step 24  

 Click “Yes” 



Step 25Step 25  

 Integrating… 



Step 26Step 26  

 Click “Next” 



Step 27Step 27  

 Click “Make ISO” button 



Step 28Step 28  

 Choose a folder to save new ISO file 

Use default file name (WinLite.iso), 

you can modify it. 



Step 29Step 29  

 Wait the progress completed 



Step 30Step 30  

 Completed. Click “Next” 



Step 31Step 31  

 Click “Finish” 



Step 32Step 32  

 We will then make a USB XP install disk 

 Mount the XP install ISO made in Step28 

(WinLite.ISO in this example) with DAEMON 

 Plug a USB disk into your computer 

1 2 3 



 Lanuch WinSetupFromUSB 

Step 33Step 33  



 Click “Bootice” 

Step 34Step 34  



 Choose the USB disk 

 Click “Perform Format” 

Step 35Step 35  



 Select “USB-HDD mode (Single Partition)” 

 Click “Next Step” 

Step 36Step 36  



 Select “NTFS” and click “OK” 

Step 37Step 37  



 Click “OK” 

Step 38Step 38  



 Click “OK” 

Step 39Step 39  



 Click “Yes” 

Step 40Step 40  



 Click “OK” 

Step 41Step 41  



 Click “Process MBR” 

Step 42Step 42  



 Select “GRUB for DOS 0.4.5a” and click 

“Install/Config” 

Step 43Step 43  



 Click “Save to disk” 

Step 44Step 44  



 Click “OK” 

Step 45Step 45  



 Copy all files in WinSetupFromUSB “grub4dos” 

folder to the USB disk 

Step 46Step 46  



 Select the mounted XP ISO (in Step32) and click 

“OK” 

Step 47Step 47  



 Click “GO” 

Step 48Step 48  



 Wait the process completed 

Step 49Step 49  



 Completed. Click “OK” 

 Then click “EXIT” to finish 

Step 50Step 50  



Step 51Step 51  

 Unplug the USB disk and plug it into RoBoard 

 Plug an empty MicroSD into RoBoard 

 Power on RoBoard 



Step 52Step 52  

 Press “Del” key to enter BIOS setting 

 Advanced -> Standard IDE Compatible [Enable] 

 Press “F10” key to save BIOS setting and exit 



Step 53Step 53  

 Press “F11” key and select the USB disk to boot 



Step 54Step 54  

 Select Windows XP/2000/2003 Setup and press 

“Enter” key 



Step 55Step 55  

 Select “First part of Windows XP …” and press 

“Enter” key 



Step 56Step 56  

 Start to setup in Text mode 



Step 57Step 57  

 Press “Enter” key to install XP into the MicroSD 

card 



Step 58Step 58  

 Select to format the MicroSD card 



Step 59Step 59  

 Press “F” key 



Step 60Step 60  

 Formatting... 



Step 61Step 61  

 Copying files… 



Step 62Step 62  

 Copy finished. System will restart automatically 



Step 63Step 63  

 After restart, select “Second part of 2000 …” and 

click “Enter” key 



Step 64Step 64  

 The setup will continue in GUI mode… 

 When the installation completes, system will restart 

again automatically. 



Step 65Step 65  

 Then you can see the first boot screen as below. 



Step 66Step 66  

 It is now complete to install Windows XP into 

RoBoard. 



  Install FTDI driver for Install FTDI driver for   

RBRB--110 COM5 & COM6110 COM5 & COM6  

(Only for RB(Only for RB--110)110)  



Step 1Step 1  

 Windows XP will detect Dual RS232_HS device 

(FTDI) automatically 

 Select the “Advanced” option and click “Next” 



Step 2Step 2  

 Select the FTDI driver folder and click “OK” 

 Click “Next”  

1 

2 



Step 3Step 3  

 Wait the progress completed  



Step 4Step 4  

 Completed. Click “Finish” 



Step 5Step 5  

 Windows XP will then detect USB Serial Port 

automatically. 

 Select the “Advanced” option and click “Next” 



Step 6Step 6  

 Select the FTDI driver folder and Click “OK” 

 Click “Next”  

1 

2 



Step 7Step 7  

 Wait the progress completed 



Step 8Step 8  

 COM5 & COM6 install completed 

 Launch Windows XP’s Device Manager and you 

should see COM5 & COM6. 



Step 9Step 9  

 Right click COM5  Properties  Port settings  
Advanced 

◦ You can set the latency Timer to 1 msec for the maximum 

performance of COM5 

◦ Do same steps for the maximum performance of COM6 



(Only for RB(Only for RB--100RD)100RD)  

Update Update WinXPWinXP  to Allowto Allow  

Shutdown Indication on RBShutdown Indication on RB--100RD100RD  



Step 1Step 1  

 Start your WinXP in RoBoard. 

 Open “Control Panel”  “Add Hardware” 



Step 2Step 2  

 Click “Next” 



Step 3Step 3  

 Choose “Yes, I have already connected the hardware” 

 Click “Next” 



 Choose “Add a new hardware device” 

 Click “Next” 

Step 4Step 4  



 Choose “install the hardware that I manually …” 

 Click “Next” 

Step 5Step 5  



 Choose “NT Apm/Legacy Support” 

 Click “Next” 

Step 6Step 6  



 Choose “NT Apm/Legacy Interface Node” 

 Click “Next” 

Step 7Step 7  



 Click “Next” 

Step 8Step 8  



 Click “Finish” 

Step 9Step 9  



 Restart the WinXP 

Step 10Step 10  



 After restarting WinXP, you may check that “NT Apm/Legacy 

Support” is correctly installed. 

 Open “My Computer”  “Properties” 

Step 11Step 11  



 Choose “Hardware” 

 Click “Device Manager” 

Step 12Step 12  



 Choose “View”  “Show hidden devices” 

Step 13Step 13  



 You should be able to find “NT Apm/Legacy Support” if 

it is correctly installed. 

Step 14Step 14  



 Turn off the WinXP 

Step 15Step 15  



 You should see the following behavior when WinXP 

finishes the shutdwon process 

Step 16Step 16  

The green HD LED will be extinguished 

The SPISS 

pin on 

I2C/SPI 

connector 

will be set 

to logic 0 



Thank YouThank You  

tech@roboard.com 


